20000427.ba v02_n879.bam.20000427 


>From ???@??? Thu Apr 27 03:19:49 2000 -0500 

Message-Id: <200004270818.e3R8I4V10764@sco.theporch. com> 
Date: Thu, 27 Apr 2000 03:17:39 CDT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 2879 


BOATANCHORS Digest 2879 
Topics covered in this issue include: 


1) Re: Timewarp tube list 
by Deane D McIntyre <dmcintyr@ucalgary.ca> 
2) RE: Timewarp tube list??? 
by "Sandy W5TVW" <ebjr@i-55.com> 
3) RE: Timewarp tube list??? 
by Merz Donald S <merz.ds@mellon.com> 
4) RE: What was PE-214 used for? 
by n6énae@ix.netcom.com 
5) RE: What every boatanchor needs 
by n6énae@ix.netcom.com 
6) Re: What every boatanchor needs 
by Gary Schafer <gschafer@mediaone.net> 
7) Re: What every boatanchor needs 
by n6nae@ix.netcom.com 
8) Re: Timewarp tube list 
by Richard Post <post@ouvaxa.cats.ohiou.edu> 
9) Re: Timewarp tube list??? 
by "Sandy W5TVW" <ebjr@i-55.com> 
10) Re: What every boatanchor needs 
by "Larry L. Ravlin" <sheepdip@continet.com> 
11) RE: Timewarp tube list??? 
by "russ dworakowski" <wb3fau@hotmail.com> 
12) Re: What every boatanchor needs 
by Morris Odell <morriso@vifp.monash.edu.au> 
13) Black capacitors 
by Lenox Carruth <carruth@geo-thermal .com> 
14) Re: What every boatanchor needs 
by George Sieverson <k9gdt@core. com> 
15) Walnut Ridge Army Flying School needs a BC-348 
by PLT1032@aol.com 
16) Anyone Know Where I Could See A Pix of a RAK-7 
by "DavidC" <eDoc@netzero.net> 
17) Re: Timewarp tube list??? 
by JACK IVERSON <jackiv@juno.com> 
18) Desk Linoleum 


by Joe Eide <jeide@execpc.com> 
19) Re: SX28 
by Arden Allen <gumbear@pacbell.net> 
20) Re: What every boatanchor needs 
by Arden Allen <gumbear@pacbell.net> 
21) Re: Anyone Know Where I Could See A Pix of a RAK-7 
by Jerry Proc <jproc@idirect.com> 
22) Re: Timewarp tube list??? 
by JACK IVERSON <jackiv@juno.com> 
23) RE: What every boatanchor needs 
by Sifakis George <sifakis@intrasoftnet.com> 


Message-ID: <3907153A.AQOF2DB6B@ucalgary.ca> 
Date: Wed, 26 Apr 2000 10:11:33 -0600 

From: Deane D McIntyre <dmcintyr@ucalgary.ca> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Timewarp tube list 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Michael N HON Hopkins wrote: 


> 
> Type 42 is approximately a 6K6 and maybe a 6AG7 
> 

> Type 58 is like 6SK7 

> 


> Type 75 is type 6SQ7 


Actually a 6K6 is a 41 with octal base. The octal 42 is the 
6F6. All good power pentodes but the 42/6F6 are capable of 
higher output then the 41/6K6. 

> 

> Some suspects: 

> 

> A Type 19 is a "High Mu Triode." So is a 6SL7. 


The 19 is a 2 volt dual triode battery tube intended as a class B push/pull 
output stage in battery sets capable of over 2 watts output. The 6SL7 

is a small signal dual triode. The octal 19 is the 136. Closest 1.4 volt tube 
is the 1G6. 

> 

> A Type 53 is a 6A6 is a "High Mu Triode" as is a 6SL7 


In fact, a 6A6 is, as you say identical to the 53, both 

being used in P-P audio output stages. One tube can give 

about 10 watts. The only difference is the heater voltage 

which is 2.5 for the 53 vs 6.3 for the 6A6. The octal 6A6 

is the 6N7. 

> 

> A type 30 is a "Medium Mu Triode," which was also, later, the description 
> for a 6SN7, which is a kinder, gentler, 6SL7. 


The octal 30 is the 1H4 (both 2.0 volt battery tubes); the closest 1.4 volt 
battery tube is the 1G4. 

> 

> The whole subject of dual triodes of the Type 19, 6SL7, 6SN7 stripe needs 
> more study, but I'll bet the 6SN7 turns out to be the best all around 

> substitute for OT tubes. 


The 6SN7 is a great tube for experimenting, not the same as a 6N7 but 
can be used for many of the same things. 


Note that many af the double digit tubes are still available at 
fairly reasonable prices, but some are getting pretty expensive, 
notably audio potput triodes such as the 45 and 50. Not, I will 

not start a flame war by stating why they are expensive, most of us 
know anyhow............ 


6A6's are also fairly cheap, so go ahead and build that Jones 
xmtr. 


73, Deane D McIntyre VE6BPO 
dmcintyr@ucalgary.ca 


Message-ID: <0Q01e01bfaf9b$360ee240$a867e7d0@sandy-s-pentium> 
From: "Sandy W5TVW" <ebjr@i-55.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Timewarp tube list??? 
Date: Wed, 26 Apr 2000 10:13:37 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 
Content-Transfer-Encoding: 7bit 


There is a "lineage" from many, many of the old double 
digit UV/UX tubes thru metal tubes, single-ended types, 
and finally miniature types. Quite a few types are unique 
but many of them belong to "families" and are nearly identical 
in performance. 

If you guys are interested, I can generate a list of 


"modern" equivalents and related types for the stuff 
commonly seen in the 1930's Jones Handbooks. 


73, 
Sandy W5TVW 


Message-ID: <20000426165536.26733.qmail@mellon.com> 
From: Merz Donald S <merz.ds@mellon.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Timewarp tube list??? 

Date: Wed, 26 Apr 2000 12:50:33 -0400 

MIME-Version: 1.0 

Content-Type: text/plain 


Speaking of tube lineage, is there a chart somewhere that shows the 
introduction date of tubes by tube type? If you have TUBE LORE by Ludwell 
Sibley, he often shows at least one or two of the following: intro date, 
prime use dates, obsolete by date and replacement only date. It would be 
quite useful to have that all in a chart format. For my uses, I'd especially 
like to see such a chart for transmitting tubes. 


This seems like such an obvious idea that I think it must already exist 
somewhere. Anyone seen such a thing? 


73, Don Merz, N3RHT 


Doves ss Original Message----- 

From: Sandy W5TVW [SMTP:ebjr@i-55.com] 
Sent: Wednesday, April 26, 2000 11:14 AM 
To: Old Tube Radios 

Subject: RE: Timewarp tube list??? 


There is a "lineage" from many, many of the old double 
digit UV/UX tubes thru metal tubes, single-ended types, 
and finally miniature types. Quite a few types are unique 
but many of them belong to "families" and are nearly identical 
in performance. 

If you guys are interested, I can generate a list of 
modern" equivalents and related types for the stuff 
commonly seen in the 1930's Jones Handbooks. 


73, 
Sandy W5TVW 


VV VV VV VV VV VV VV VV 


From: n6nae@ix.netcom.com 


Date: Wed, 26 Apr 2000 13:19:02 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: RE: What was PE-214 used for? 

Message-ID: <Springmail.105.956769542 .0.10888600@www. springmail .com> 


Is that the 300 watt generator with the tiny 2 cycle motor? I had 
one which I used for mood lighting at field day. It was fun to blip 
the throttle and listen to it make that 2-stroke moped noise. 


Doesn't take two soldiers to carry it though. One guy can easily 
tote two of them. 
Richard 


From: n6énae@ix.netcom.com 

Date: Wed, 26 Apr 2000 13:26:49 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: RE: What every boatanchor needs 

Message-ID: <Springmail.105.956770009.0.78137800@www.springmail .com> 


I got a chuckle out of it too, at first. 


Then I was reminded of a wise old sage who said "the electrons will ALWAYS do 
exactly what they are supposed to. If you think they aren't, you don't understand 
the circuit." 


Meaning there are things not on the schematic, such as strays and 
parasitics, which are real and affect the outcome. Is the power 
cord part of the circuit? Yes. Can it affect the outcome? Perhaps. 
Would I pay hundreds of bucks for a power cord? Heck no. 


A friend is working on some audio gear right now, and each time he 
changes out an old carbon comp resistor or a paper cap with a hifi 
type part, we're seeing the distortion analyzer read lower and lower. 
So I've stopped automatically dumping on these things. Still, that's 
outrageous for a power cord. 

Richard 


Message-ID: <3907321D.55320323@mediaone.net> 
Date: Wed, 26 Apr 2000 14:14:53 -0400 

From: Gary Schafer <gschafer@mediaone.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch. com> 
Subject: Re: What every boatanchor needs 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Well Richard, you really have to be one of the "in" guys to understand this hi-fi 
high end stuff. You must also have "Superior listening skills". It also probably 
depends a lot 

on your genetic background to be able to hear the stuff that those guys claim. 
Those are some of the references that they make. I mean, come on now, don't you 
understand that the 

3 or 4 feet of this special power cord that cost $900 will vastly improve the 
quality of the ac going to that amp? Never mind about the poor connection at the 
wall outlet where 

it plugs into or the 500 feet of regular old inferior quality of the wire bringing 
the power to that outlet. The important thing is to have a good quality cord on 
the amp. It 

will greatly improve the sound of the amp. 


I play with some hi end hi-fi stuff too and it is surprising sometimes what does 
make a difference but if you think about most of it you can usually figure out 
why. What gets to 

me are the guys that believe in magic. Sometime I would like to see a survey of 
the guys that buy into some of this nonsense and find out if they were strong 
believers in Santa 

Clause or the Tooth Fairy when they were kids, or if they still are. 


Best to all 
Gary K4FMX 


n6nae@ix.netcom.com wrote: 


> I got a chuckle out of it too, at first. 

> 

> Then I was reminded of a wise old sage who said "the electrons will ALWAYS do 
exactly what they are supposed to. If you think they aren't, you don't understand 
the circuit." 

> 

Meaning there are things not on the schematic, such as strays and 

parasitics, which are real and affect the outcome. Is the power 

cord part of the circuit? Yes. Can it affect the outcome? Perhaps. 

Would I pay hundreds of bucks for a power cord? Heck no. 


A friend is working on some audio gear right now, and each time he 
changes out an old carbon comp resistor or a paper cap with a hifi 
type part, we're seeing the distortion analyzer read lower and lower. 
So I've stopped automatically dumping on these things. Still, that's 
outrageous for a power cord. 

Richard 


VV VV VV VV VV WV 


From: n6énae@ix.netcom.com 

Date: Wed, 26 Apr 2000 15:08:10 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Subject: Re: What every boatanchor needs 

Message-ID: <Springmail.105.956776090.0.52481700@www. springmail .com> 


Gary Schafer <gschafer@mediaone.net> wrote: 

> Well Richard, you really have to be one of the "in" guys to understand this hi- 
fi high end stuff. You must also have "Superior listening skills". It also 
probably depends a lot 

on your genetic background to be able to hear the stuff that those guys claim. 
Those are some of the references that they make. I mean, come on now, don't you 
understand that the 

3 or 4 feet of this special power cord that cost $900 will vastly improve the 
quality of the ac going to that amp? Never mind about the poor connection at the 
wall outlet where 

it plugs into or the 500 feet of regular old inferior quality of the wire bringing 
the power to that outlet. The important thing is to have a good quality cord on 
the amp. It 

will greatly improve the sound of the amp. 


I play with some hi end hi-fi stuff too and it is surprising sometimes what does 
make a difference but if you think about most of it you can usually figure out 
why. What gets to 

me are the guys that believe in magic. Sometime I would like to see a survey of 
the guys that buy into some of this nonsense and find out if they were strong 
believers in Santa 

Clause or the Tooth Fairy when they were kids, or if they still are. 


Best to all 
Gary K4FMX 


Gary, I agree with you completely. Plugging this cord into the 
inferior Edison outlet, tied to plain old house wiring is silly. 
I doubt I could hear any difference, and if I could, the original 
cord would have to be in dreadful condition. 


However, if I can measure the difference with a distortion analyzer, 
then something must be going on! My key point anyway was about the 
electrons always being true to themselves regardless of what we 
mortals think. 


Reminds me of two incidents. 


Was at a swap meet standing next to one of these audio wackos. He 
was searching for Amperex tubes as they are superior. He found an 


Amperex box with a number on it which we didn't recognize. He didn't 
open the box to see what was in it, he just sniffed that the number 
sounded too 'siliconish' and put it down. The box contained a nixie. 
These guys remind me of wine ‘experts’. 


The other incident was at a ham demo of moonbounce. He keyed the 
transmitter sending at least a kw towards the moon. We then listened 
for the bounce. All I heard was hiss, but he said 'there, you can 
hear the dits coming back.’ Uh, no, that's just hiss. 


Oh well, whatever makes people happy. 
Richard 


Message-Id: <v03007801b52ce437126c@[132.235.46.157]> 
Mime-Version: 1.0 

Content-Type: text/enriched; charset="us-ascii" 
Date: Wed, 26 Apr 2000 17:40:27 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Richard Post <post@ouvaxa.cats.ohiou.edu> 
Subject: Re: Timewarp tube list 


tubes are funny 
>critters. 


>there are many exact equivalents for the old 2 and 3 number tubes in 
the 


>bins. old jack 


During World War II many tube types were hard to get on the home front, 
forcing substitutions to be made where possible. There is a two-page 
"Tube Substitution Chart" in the April 1945 issue of Radio News. Most 
of the substitutions obviously require tube base adapters, as footnoted 
on the chart. I can scan the chart and make it available if folks are 
interested. 


Rich KB8TAD 


<fontfamily><param>Geneva</param>Boatanchor Pix website 


http: //switch.to/BA 


Museum of Radio and Technology 


http://zip.to/MRT </fontfamily> 


Message-ID: <002901bfafca$1653aba0$b466e7d0@sandy-s-pentium> 
From: "Sandy W5TVW" <ebjr@i-55.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Timewarp tube list??? 
Date: Wed, 26 Apr 2000 15:54:56 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 
Content-Transfer-Encoding: 7bit 


OK Guys, 
Let me dosome research and work on this. I have the 
data in several books and will combine it all. Will upload ina 
few days. 
73, 
Sandy W5TVW 


From: "Larry L. Ravlin" <sheepdip@continet.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: What every boatanchor needs 

Date: Wed, 26 Apr 2000 15:40:40 -0700 

MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 

Content-Transfer-Encoding: 7bit 

Message-ID: <20000426224107796.AAA298@falcon.continet.com@his-highness> 


I sent an e-mail to them requesting their engineers phi# so I could discuss 
the engineering principals with him. No answer. I didn't think there 
would be. 


Larry AA7LR 


> From: n6énae@ix.netcom.com 

> To: Old Tube Radios <boatanchors@theporch.com> 
> Subject: RE: What every boatanchor needs 

> Date: Wednesday, April 26, 2000 10:26 AM 
> 
> 


I got a chuckle out of it too, at first. 


> 

> Then I was reminded of a wise old sage who said "the electrons will 
ALWAYS do exactly what they are supposed to. If you think they aren't, you 
don't understand the circuit." 

> 

Meaning there are things not on the schematic, such as strays and 
parasitics, which are real and affect the outcome. Is the power 

cord part of the circuit? Yes. Can it affect the outcome? Perhaps. 
Would I pay hundreds of bucks for a power cord? Heck no. 


A friend is working on some audio gear right now, and each time he 
changes out an old carbon comp resistor or a paper cap with a hifi 
type part, we're seeing the distortion analyzer read lower and lower. 
So I've stopped automatically dumping on these things. Still, that's 
outrageous for a power cord. 

Richard 


VV VV VV VV VV WV 


Message-ID: <20000426225840.6434.qmail@hotmail .com> 
From: "russ dworakowski" <wb3fau@hotmail.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Timewarp tube list??? 

Date: Wed, 26 Apr 2000 18:58:40 EDT 

Mime-Version: 1.0 

Content-Type: text/plain; format=flowed 


Don, can you date for me a type 41? Russ 


>From: Merz Donald S <merz.ds@mellon.com> 

>Reply-To: merz.ds@mellon.com 

>To: Old Tube Radios <boatanchors@theporch. com> 

>Subject: RE: Timewarp tube list??? 

>Date: Wed, 26 Apr 2000 12:50:33 -0400 

> 

>Speaking of tube lineage, is there a chart somewhere that shows the 
>introduction date of tubes by tube type? If you have TUBE LORE by Ludwell 
>Sibley, he often shows at least one or two of the following: intro date, 
>prime use dates, obsolete by date and replacement only date. It would be 
>quite useful to have that all in a chart format. For my uses, I'd 
>especially 

>like to see such a chart for transmitting tubes. 

> 

>This seems like such an obvious idea that I think it must already exist 
>somewhere. Anyone seen such a thing? 

> 

>73, Don Merz, N3RHT 

> 


> 

>> ----- Original Message----- 

> > From: Sandy W5TVW [SMTP:ebjr@i-55.com] 

> > Sent: Wednesday, April 26, 2000 11:14 AM 

> > To: Old Tube Radios 

> > Subject: RE: Timewarp tube list??? 

>> 

>> There is a "lineage" from many, many of the old double 
> > digit UV/UX tubes thru metal tubes, single-ended types, 

> > and finally miniature types. Quite a few types are unique 
> > but many of them belong to "families" and are nearly identical 
> > in performance. 

>> If you guys are interested, I can generate a list of 

> > "modern" equivalents and related types for the stuff 

> > commonly seen in the 1930's Jones Handbooks. 

>> 

>> 73, 

> > Sandy W5TVW 

> 


Message-ID: <39076AD3.20ADD753@vifp.monash.edu.au> 
Date: Thu, 27 Apr 2000 08:16:51 +1000 

From: Morris Odell <morriso@vifp.monash.edu.au> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: What every boatanchor needs 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Anchorites, 

n6énae@ix.netcom.com wrote: 

A friend is working on some audio gear right now, and each time he 
changes out an old carbon comp resistor or a paper cap with a hifi 


type part, we're seeing the distortion analyzer read lower and lower. 
So I've stopped automatically dumping on these things. 


VVV Vv 


I am as certain as I can be of anything that if you replaced that crappy old paper 
cap or out of tolerance/noisy old resistor with a modern high quality 
polyester/carbonate/styrene cap or metal film resistor you would see an 
improvement on the distortion analyzer. Of course if you want to spend several 
times as much money, by all 

means use the hifi type part. 


What audiophooles really need to do to justify the use of this overpriced hype 
material is to compare it with good modern parts, not old faulty ones, but of 
course that needs an 

objective and scientific approach. 


BTW, what sort of components are in the distortion analyzer :-) 


[BA relevance: I'm pricing a complete recap of a 60 year old boatanchor receiver 
and have had to wade through audiophoole drivel in the search for axial lead 
capacitors. And 

yes, I'm replacing the power cord but only paying 1% of the price of a hifi one. ] 


73 de Morris VK3DOC 


Message-ID: <39077B89.8052DA29@geo0-thermal . com> 
Date: Wed, 26 Apr 2000 18:28:09 -0500 

From: Lenox Carruth <carruth@geo-thermal.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Black capacitors 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I have been calibrating a BC-221-AK (one of the later models) and made 
an interesting discovery. I decided to take a look at the capacitors 
and noticed that three of them were just like the black paper capacitors 
that look like big micas that are typical in many of the BC-348s. I 
took them all out and replaced them. One was actually split open and I 
could see the foil inside. A second one was bulged but not yet split 
and the third appeared relatively normal. I highly suggest that any 
such capacitors be replaced as a preventative measure. I have routinely 
replaced them in BC-348s with ceramic disks but used Mylar in the 
BC-221. 


Carmelo made me a power supply to provide high voltage from a six-Volt 
gel cell. I plan to use the BC-221 as a frequency reference when we 
operate the TCS on Memorial Day. Don't ask why - they just look neat, 
smell good and get hot when you play with them. Hmmm! 


Lenox 


Lenox Carruth Dallas, TX carruth@geo-thermal.com 
Collector of WW-II Communications Equipment and Memorabilia 


Wanted: TBX-8 Antenna, Key, Canvas Case, Accessory Box 


Message-ID: <39077C47.27057ADC@core. com> 

Date: Wed, 26 Apr 2000 18:31:19 -0500 

From: George Sieverson <k9gdt@core.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: What every boatanchor needs 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Greetings fellow filamentarians, 


Ouch! My side still hurts from the laughter. The only scenario where I could 
entertain the notion of a replacement line cord improving performance would be if 
the original line 

cord were grossly undersized by the equipment designer. 


I've sent the URL for that web site to a number of "audio" friends, half of whom 
are technically savvy. (The other half are mostly fellow musicians.) I've asked 
for their 

thoughts on the matter. The feedback should be interesting. 


73 'n cheers 'n beers, 

- George 

KKK KAKI K KIKI A KIKI IK IKK IKI IK IKI IK IK IKI IK IKI IK II I I 
Web Page: http://www.qsl.net/k9gdt/index.htm 
(Radio Page - BA's & Homebrew) Updated 4/15/00 
Home of the Cubic Mini-Museum 

KKK KAKI KIKI KIKI IKK IK IKI IKI III IIR I IK II IKI I I 


From: PLT1032@aol.com 

Message-ID: <8e.43f£2bb1.2638d8a5@aol.com> 

Date: Wed, 26 Apr 2000 19:41:25 EDT 

Subject: Walnut Ridge Army Flying School needs a BC-348 
To: Old Tube Radios <boatanchors@theporch. com> 

CC: bhjmjo@bellsouth. net 

MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


I am in contact with a gentleman by the name of Harold Johnson who is looking 
to purchase a BC-348 for display at the Walnut Ridge Army Flying School in 
Walnut Ridge Arkansas. I thought that I might pass this along to anyone in 
that area that might have a BC-348 for sale and save the cost of shipping a 
set across the country. 


Harold can be reached at bhjmjo@bellsouth.net 


Bob Lindgren 


Message-ID: <029b01bfafdd$3a1a5260$£13843d8@oemcomputer> 
From: "DavidC" <eDoc@netzero.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Anyone Know Where I Could See A Pix of a RAK-7 
Date: Wed, 26 Apr 2000 20:12:07 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


I have searched all of the usual military boatanchor sites for 
specs and a picture of the venerable RAK-7 Receiver. All I 
found was "Major component: CRV-46155 or CND-46155 and 
CRV-20131 or CND-20131, Coaxial connection for antenna." 


$100. is more than I would spend on such a rare-use receiver, 
even if I loved the way it looked, but a post has sparked my 
curiosity! 


- Thanks! & 73, DavidC K1YP in Hudson, FL 


KAKA KIKI IK IA KIKI IK IKI IK IK IKI IK ICI IK IK ICA IK ICI IK III ICAI KIKI IK IKI AIK IK 
One week until the Florida QSO Party! 
....check out the FQP details at http://www.qsl.net/fqp/ 


FREE INTERNET with No Ads and No Nagging! 
Click on WorldSpy at: http://www.qsl.net/klyp/FreeStuf£. html 
KAKA KAKI KKK III KIKI KIKI III KIKI II KIKI KI III IKK IIIA IIIA IIIA III IIIA KIA 


NetZero - Defenders of the Free World 
Click here for FREE Internet Access and Email 
http: //www.netzero.net/download/index.html 


To: Old Tube Radios <boatanchors@theporch.com> 


Cc: boatanchors@theporch.com 

Date: Wed, 26 Apr 2000 20:22:41 -0500 

Subject: Re: Timewarp tube list??? 

Message-ID: <20000426.202645. -648905.6.jackiv@juno. com> 
MIME-Version: 1.0 

Content-Type: text/plain 

Content-Transfer-Encoding: 7bit 

From: JACK IVERSON <jackiv@juno.com> 


Re the type 41, the first mention in the RCA HB-3 is a table of average 
characteristics, dated Jan 31, 1934. this was for globe type so I think 
that the 41 was from the 1933 designs. the next sheet is dated 4-28-1938 
for the ST type bulb, previous were the globe. this help?? 

old jack 


Message-ID: <39079EA2.7592F962@execpc.com> 
Date: Wed, 26 Apr 2000 20:57:54 -0500 

From: Joe Eide <jeide@execpc.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Desk Linoleum 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hello everyone, 


Does anyone out there have any ideas where one might find the old gray 
desk linoleum used on the old metal desks and especially the EF Johnson 
desk KW? The linoleum was an Armstrong product originally. 


Any help would be most appreciated. 


Joe - KBIR 
Eau Claire, WI 


Date: Wed, 26 Apr 2000 19:13:39 -0700 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: SX28 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <OQFTNOO45XKULCL@mta6.snfic21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 7bit 


Hi Morris; 


> And while we're at it, what's a VT-65 (octal metal tube with top cap) 


Now that's a really good question. My NAVSHIPS 900,075, Catalogue of 
Electron Tube Types Used by the Navy says a VT-65 is a 6C5. Well, a 6C5, 
practical twin of the 635, ain't got no grid cap. I guess we'll have to 
take a night cap on this one.... 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


Date: Wed, 26 Apr 2000 20:02:02 -0700 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: What every boatanchor needs 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <OFTNOO40PN4FCL@mta6.snfc21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=IS0-8859-1 
Content-transfer-encoding: 7bit 


Ironically, there is a convergence in this discussion with that reviled 
subject, digital electronics. Just like with computers, when garbage goes 
in you can be sure garbage will come out. Looked at what's on your power 
line lately? Now THAT'S garbage. Why would anyone want to use a $900 
conduit for garbage into their giga-buck hi-fididlidee? Does anyone think 
the National Electric Code will be revised to require "gold plated totally 
oxygen free copper" monster conductors from the utility's new harmoniously 
low leakage reactance prizmatically overwound hypershill ultra-low 
distortion step down transformer connected to the luminescent new gossamer 
high tension distribution threads bringing the new ultra pure one-by-one 
hand crafted sine waves across the valley and through the dale from that 
magic kingdom where electrons are taught the necessary etiquette for 
pleasing the demanding tastes of the ever more pristinely refined 
temperament of music listeners? If you read this far you have too much 
time on your hands! Let's cut the nonsense! 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


Message-ID: <3907CB3E.766E7DCC@idirect.com> 

Date: Thu, 27 Apr 2000 01:08:15 -0400 

From: Jerry Proc <jproc@idirect.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: boatanchors@theporch.com 

Subject: Re: Anyone Know Where I Could See A Pix of a RAK-7 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hello David, 

To see an RAK receiver in the flesh, refer to my web page: 
http: //www3.sympatico.ca/hrc/haida/radio/msgcentr.htm 
It's the very bottom most picture. 


Designed in the 1930's, this six tube regenerative receiver was capable of 
receiving signals 

between 15 and 600 kc. Tuning was accomplished through the use of circular, 
geared 

logging scales for both coarse and fine tuning. To determine an actual 
frequency, one had 

to look at the dial reading then consult a ‘tuning graph'. Since these 
graphs were not that 

accurate, most operators calibrated the receiver by noting the dial 
positions after stations 

of known frequency were identified. 


Sots Sis SL i SL i 

DavidC wrote: 

I have searched all of the usual military boatanchor sites for 
specs and a picture of the venerable RAK-7 Receiver. All I 


found was "Major component: CRV-46155 or CND-46155 and 
CRV-20131 or CND-20131, Coaxial connection for antenna." 


VVV NV 


Regards, 
Jerry Proc VE3FAB jproc@idirect.com 
Web: www3.sympatico.ca/hrc/haida 


HMCS HAIDA Historic Naval Ship, Toronto Ontario 


To: Old Tube Radios <boatanchors@theporch. com> 

Cc: boatanchors@theporch.com 

Date: Wed, 26 Apr 2000 20:35:51 -0500 

Subject: Re: Timewarp tube list??? 

Message-ID: <20000427 .014932.-648905.9.jackiv@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain 

Content-Transfer-Encoding: 7bit 

From: JACK IVERSON <jackiv@juno.com> 


Russ, the earliest I see the 41 in the handbook (HB-3) is 1934. i think 


that it was in "globe style" then, the next is for an "ST" type in 
april, 20, 1938. jack 


Message-ID: <71B659EFA1EAD311932700508B6460B904D705@mailman.isoft.intranet.gr> 
From: Sifakis George <sifakis@intrasoftnet.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: RE: What every boatanchor needs 

Date: Thu, 27 Apr 2000 11:21:26 +0300 

MIME-Version: 1.0 

Content-Type: text/plain 


I'm glad you all got a laugh out of this. To put a cap to it, I'll tell you 
what the local dealer of the product shared with me the other day: In order 
for the power cord to start sounding right you have to let it burn-in for a 
few days first! 

Cheers 

George, SVOKA 


End o£ BOATANCHORS Digest 2879 
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